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- ~ B:CHARACTERISTICS:
\ j 1. RATING:10A250V AC
2. INSULATION RESISTANCE: OVER 100MQ) 500V DC
b _I_ : _I_ 3. DIELECTRIC STRENGTH: 2000V AC ONE MINUTE
- ~—
8 T — v — b~ C:APPROVALS:
. > UL, CSA, VDE, DEMKO,SEMKO, SEV ,FIMKO, NEMKO& CCC
2x4 D:ORDERING OPTIONS:
| y
_ ORDER# ORDER# TERMINAL
+0.5 32.3 2108-PQ-G 142 4.8 SOLDER /Q.D. TABS
29,57 N ——
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32.0
2 T-08Q TERMINAL | 3PCS 4.8wx0.8t COPPER ALLOY | TIN-PLATED
( 1 H-08-P-G HOUSING IPCS |SCREW-IN TYPE| PBT+30%GF  |[THERMOPLASTIC|
ITEM PART NO. PART NAME| Q'TY | SPECIFICATION | MATERIAL REMARKS
. R . PART NO.: NAME:
il n—w RIY| A=A b F mm. FR2N3E] | 9108-PQ G SCREW-MOUNT
< L8 SHEN ZHEN STEADY ELECTRONICS CORPORATION AC INLET
[8¥)
TOLERANCE UNLESS OTHERWISE MARKED MATERIAL: SPEC.:
DIMENSION: ANGULAR SEE ABOVE
0~6:+0.1 +£0.5 S
6~30 : £0.2 - ;
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REv| DATE | DESCRIPTION | WRITE | APPD. |4 mm 1 Lor1 08/02/22

THICKNESS:

0.871.2t (X=25.2)

1.372.0t (X=25.4)

A:MATERIAL:

1. HOUSING: NYLON 66 FLAMMABILITY UL 94V-2
(94V-0 ON REQUEST)

2. TERMINAL:COPPER ALLOY




